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Company Profile

Shenzhen Weiguan Views Technology Co., Ltd, has been engaged in display
industry since 2003, providing digital signage, LCD video wall, CCTV monitor and
other customized products for the whole display system. Depending on professional
digital signage products and experienced technical engineers, over 6000 projecis
have been successfully installed to satisfy every client covering domestic and
abroad market. All products have gained CE, CB, RoHs, CCC, 1SO9001, etc
authorized certificates showing premium products. Moreover, OEM/ODM products

and services are available.
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Digital signage

Digital signage systems deliver customized media playlists to one or more digital
screens, enabling a network manager to display targeted information to a specific
audience at a specific place and time. Relative to traditional signs, digital signage
messages can be easily customized, changed out quickly and inexpensively and
delivered to many displays at once. Digital signage is often used to present a
custom-tailored content mix, including product promotions, timely news, and
upcoming events. Screens can be mounted on walls, ceilings, shelving systems,
or aisle endcaps, or integrated into freestanding displays and kiosks. Digital signs
are used in a wide variety of applications ranging from targeted retail advertising to

internal employee communications and remote training.
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Real time clock

Android 4.4 system

Plug and Play Mode

Ethernet Play Mode

1080P Full HD Display

Split screen function:
Video, picture, text, time
& date simultaneously

WIFI, 3G, 4G supported
Video format: wmyv, avi,

flv, rm, rmvb, mpeaq, ts,
mp4

Avaliable sizes: 43" 49" 55" 65"



Product Specifications

Panel Size
Resolution

Visual angle LR
Brightness

Display Area
Contrast ratio

Color

Operating Voltage
Power Consumption
Installation Type
Safty protection
Working Temperature
Storage Temperature

Operating System
CPU

RAM
Internal Memory

External Memory
HDMI Input
VGA Input

Floor kiosk
43" 49"
1920 x 1080 1080P 1920 x 1080 1080P
178°/178° 178°178°
450 cd/m? 450 cdim?
940.90(H)x523.26(V)mm 1073.78(H)x604(V)mm
4000:1 4000:1
16.7M 16.7M
AC 100V-240V, 50/60 Hz AC 100V-240V, 50/60 Hz
75W 100W
Floor Standing Floor Standing
Safty Lock Design Safty Lock Design
0C-40C 0C40C
-20C-60C -20C60C

Operation System

Android 4.4(up to 5.1) Android 4.4(up to 5.1)
1.5GHz, Dual Core 1.5GHz, Dual Core
1.8GHz,Quad Core 1.8GHz,Quad Core
1G,2G 1G,2G
NAND FLASH 4G NAND FLASH 4G
SATA/USB/SD/CF card  SATA/USB/SDI/CF card

1
1

1
1

TYALUX

55 65"

1920 x 1080 1080P 1920 x 1080 1080P
178°M178° 178°178°

450 cd/m? 450 cd/m?

1207 (H678(V)mm 1428(H)x803(V)mm
4000:1 4000:1

16.7M 16.7M

AC 100V-240V, 50/60 HzAC 100V-240V, 50/60 Hz
170W 240W

Floor Standing Floor Standing

Safty Lock Design Safty Lock Design
0C40C 0C-40C

-20C-60C -20C-60C

Android 4.4{upto 5.1)  Android 4.4(upto 5.1)
1.5GHz, Dual Core 1.5GHz, Dual Core
1.8GHz,Quad Core 1.8GHz,Quad Core
1G,2G 1G,2G

NAND FLASH 4G NAND FLASH 4G

SATAMUSB/SD/CF card SATA/USB/SD/CF card

1
1

1
1
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TOUCH TOTEM/KIOSK
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P
PN s
sems Infrared multipoint touch
Q Intel core i3/ i5/ i7 proessor
based on Intels standard
P ops platform
Energy Efficient

Complies with HID equipment
standard

Touchscreen detectionsoftware
supports full screen detection

&0 K

Avaliable sizes: 32" 43" 49" 55"

o N
v

o

FHD

P

©

TYALUX'

Location & adjustment
Ambient light sensor
Full HD display 1080P

Anti-light interference function
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Product Specifications

Panel Size
Resolution
Visual angle LR
Viewing Area
Brightness
Contrast ratio
Color

Operating Voltage
Power Consumption

Operating System
Main board

RAM
Memory/ROM
CPU

Graphic

Signal interface
Intemet interface

Interpolation resolution
Response Time
Physical Hardness
Smallest touch object
Touch Accuracy

Touch screen
Input mode
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Touch Kiosk

32" 43 49" o

1920 x 1080 1080P 1920 x 1080 1080P 1920 x 1080 1080P 1920 x 1080 1080P
178°M178° 178° 178" 178° 178" 178°178°

697 7(Hx392.2(V)mm  930.24(H)x523.26(V)mm 1209(H)x680(V)mm 1209(H)x680(V)mm
350 cd/m2 400 cdim2 400 cd/m2 450 cdim2

4000:1 4000:1 4000:1 4000:1

16.7M 16.7M 16.7M 16.7M

AC 100V-240V, 50/60 Hz AC 100V-240V, 50/60 Hz AC 100V/-240V, 50/60 HzAC 100V-240V, 50/60 Hz
170W 175W 175W 270W

Operation System

Windows 7/8/10 Android4 4.(up to 5.1)

MSI B751A-E33 Rockchip RK3288
4GB 2GB

WDS00GB, 5400 Revolution 8GB eMMC, TF/USB extended memory

Intel core2 i3 /i5 /i7 Quad Core 1.8GHz

Intel HD Graphics 2500 Quad Core ARM Mail-764

HDMIx1 VGAx1 DVIx1 USBx4 AVx3 HDMIx1 VGAx1 USBx2

RJ45x1 Ethemetx1, 10/100M, Wifi x1, WIFI(802.11bgn) 3G/4G Slot

IR Touch Screen

32767 x 32767

<20ms

Moh's scale 7

5mm

Touch area over 90%+2mm

Multitouch (6-32) touch Point Optional
Finger, Touch pen or light proof objects
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TOUCH TABLE
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aana Infrared multipoint touch

Intel core i3/ i5/ i7/ proessor
based on Intels standard

ops platform

Energy Efficient

standard

Touchscreen detectionsoftware
supports full screen detection

Q Complies with HID equipment

Avaliable sizes: 43"49"55"
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Location & adjustment

Ambient light sensor

Full HD display 1080P

Q
FHD
-

Anti-light interference function
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Product Specifications

Operation System
Panel Size 43" 49" 55"
Resolution 1920 x 1080 1080P 1920 x 1080 1080P 1920 x 1080 1080P
Visual angle L/R 178°/178° 178°/178° 178°/178°
Viewing Area 930.24(H)x523.26(V)mm 1073.78(H)x604(V)mm 1073.78(H)x604(V)mm
Brightness 400 cd/m2 400 cd/m2 400 cd/m2
Contrast ratio 4000:1 4000:1 4000:1
Color 16.7M 16.7M 16.7M
Power AC 100V-240V, 50/60 Hz AC 100V-240V, 50/60 Hz AC 100V-240V, 50/60 Hz
Power Consumption 175W
System of signal PALNTSC Auto switch PAL/NTSC Auto switch PAL/NTSC Auto switch
Operation System
Operating System Windows 7/8/10 Android4.4(up to 5.1)
Main board MSI B751A-E33 Rockchip RK3288
RAM 4GB 2GB
Momery/ROM WD500GE, 5400 Revolution 8GB eMMC, TF/USB extended memory
CPU Intel core2 i3 /i5 i7 Quad Core 1.8GHz
Graphic Intel HD Graphics 2500 Quad Core ARM Mail-764
Signal interface HDOMIx1 VGAXT DVIX1 USEx4 Avx3  HDMIx1 VGAx1 USBx2
Internet interface RJ45x1 Ethemetx1, 10/100M, Wifi x1, WIFI(802.11bgn) 3G/4G Slot
IR Touch Screen
Touch screen Multitouch (6-32) touch Point Optional
Touch accuracy Touch area over 90% +2mm
Interpolation resolution 32767 x 32767
Response Time <20ms
Physical Hardness Moh's scale 7
Smallest touch object 5mm
Input mode Finger, Touch pen or light proof objects
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INTERCATIVE WHITEBOARD
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PN
ﬁ# Infrared multipoint touch Location & adjustment

Intel core i3/ i5/ i7 proessor
based on Intels standard

ops platform

Q@ Energy Efficient

Ambient light sensor

Full HD display 1080P

Complies with HID equipment
standard

3180*2160

Anti-light interference function

@) (g (g b O

% Touchscreen detectionsoftware
supports full screen detection

Avaliable sizes: 55" 65" 70 " 84" 98"
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Poduct Specifications
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Interative Whiteboard
Panel Size 55" 65" 70"
Display Area 1213.00(H)x683.80(V)mm 1428.48(H)x803.52(V)mm 1538.88(H)x865.62(V)mm
Visual angle LR 178°1178° 178°/1178° 178°/178°
Display Area 1213.00(H)x683.80(V)mm 1550.0x944.0x96.5(mm) 1644.0x998.8x101.2(mm)
Brightness 450 cd/m2 450 cdim2 400 cd/m2
Contrast ratio 3000:1 4000:1 4000:1
Display Aspect ratio 16:9 16:9 16:9
Power Consumption 160w 260W 270W
Response time 6 ms 6ms 6ms
Life time 50000HRS 50000HRS 50000HRS
Video Format NTSC NTSC PAL/SECAM
Input port TV x1,AV x1,YPBPRx1 TV x1,AV x1,YPBPRx1 TV x1,AV x1,YPBPRx1
USBx2 HDMI x4, VGAX2 USBx2,HDMI x4 VGAX2 USBx2 HDMI x4,VGAx2
Audio x1, Audiox 2,RS232x1 Audiox 2,RS232x1
Output port AV x1, AV x1,AUDIO(3.5mm)x1, AV x1,AUDIO(3.5mm)x1,
USBXx1(for touch),RCA x1 USBx1(for touch),RCA x1 USBx1(for touch),RCA x1
IR Touch Screen
Touch panel Multitouch (6-32) touch Point Optiunali Positioning accuracy =t2mm
Operating system Windows, Linux,Android, MAC . Type Finger, Pen
Resolution 4096x4096 . Touch frequence 6000 touch above at 1 area
COM Port USB 2.0 ' Cover Cover
Operation System
OPS CPU: i3/ 15/ i7 optional | Interface HDMI,USB VGA, Audio,RJ-45 Network port
Memory DDR3 1333 4G Hard disk 500G SATAIl HDD; 256G SATA3 SSD
Operating system Windows ' Graphics card integrated
|1 5



Product Specifications

Panel Size

Display Area

Visual angle LR
Display Area
Brightness

Contrast ratio
Display Aspect ratio
Power Consumption
Response time

Life time

Video Format

Input port

Output port

Touch panel

Operating system
Resolution
COM Port

OPS
Memory
Operating system

Interative Whiteboard
84
1860.48(H)x1046.52(\V)mm
178°/178°
1862.00(H)x1048.00(\)mm
450 ed/m2
1400:1
16:9
480W
8ms
50000HRS
PAL/SECAM
TV x1,AV x1,YPBPRx1
USBx2 HDMI x4 WVGAx1
Audio x1,
AV x1,
USBx1(for touch),RCA x1
IR Touch Screen
Multitouch (6-32) touch Point Optional' Positioning accuracy

Windows, Linux.Android MAC . Type

4096x4096 : Touch frequence

UsSB 2.0 ' Cover
Operation System

CPU: i3/i5/ i7 optional » Interface

DDR3 13334G + Hard disk

Windows , Graphics card

TYALUX

08"
1920 x 1080 1080P

178°178°

2158.848 mm = 1214.352 mm
500cd/

4000:1

16:9

350W

6 ms

50000HRS

NTSC

TV x1,AV x1,YPBPRx1
USBx2 HDMI x4 VGAx2
Audiox 2 RS5232x1

AV x1, AUDIO(3.5mm)x1,
USBx1(for touch),RCA x1

=+2mm

Finger, Pen

6000 touch above at 1 area
Cover

HOMI,USB,VGA Audio,RJ-45Network port
500G SATAIIHDD; 256G SATA3 SSD

integrated
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WALL MOUNTED DISPLAY
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(l) Auto power on/off

Real time clock

@

Split screen function: Video,
picture, text, time & date
simultaneously

WIFI, 3G, 4G supported

Android 4.4 system

E 1]

Plug and Play Mode

! Ethernet Play Mode
E@

He 1080P Full HD Display

with full screen detection

—

@
m Touch screen software
b Infrared multipoint touch

Avaliable sizes: 19" 21.5" 24.5" 43" 49" 55"
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Product Specifications

Panel Size
Resolution

Visual angle LR
Brightness

Display Area
Contrast ratio

Color

Operating Voltage
Power Consumption
Response Time
Installation Version
Safty protection
Working Temperature
Storage Temperature

Operating System
CPU

RAM
Intermal Memory

HDMI Input
VGA Input
External Memory
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Wall Mounted Display

19" 21.5"

1920 x 1080 1080P 1920 x 1080 1080P

178°178° 178°/1178°

250 cd/m?2 250 cd/m2

408.24(H)x255.15(\)mm 476.64(H)x268.11(V)mm

1000:1 1000:1

16.7M 16.7M

AC 100V-240V, 50/60 Hz AC 100V-240V, 50/60 Hz

25W 30w

6ms 8ms

Horizontal & Vertical Horizontal & Vertical

Safty Lock Design Safty Lock Design

0C40C 0C40C

20C-680C 20C60C
Operation System

Android 4 4(upto 5.1) Android 4 4(up to 5.1)

1.5GHz, Dual Core 1.5GHz, Dual Core

1.8GHz,Quad Core 1.8GHz,Quad Core

1G,2G 1G,2G

NAND FLASH 4G NAND FLASH 4G

1 1

1 1

SATA/USB/SD/CF card SATA/USB/SD/CF card

245

1920 x 1080 1080P
178°178°

250 cd/m2
543.74(H)x302.61(V)mm
1000:1

16.7M

AC 100V-240V, 50/60 Hz
38w

8ms

Horizontal & Vertical
Safty Lock Design
0C-40C

20CH80C

Android 4.4(up to 5.1)
1.5GHz, Dual Core

1.8GHz Quad Core
1G,2G

NAND FLASH 4G

1
1

SATA/USB/SD/CF card



Panel Size
Resolution

Visual angle LIR
Brightness

Display Area
Contrast ratio

Color

Operating Voltage
Power Consumption
Response Time
Installation Version
Safty protection
Working Temperature
Storage Temperature

Operating System
CPU

RAM

Intermal Memory
HDOMI Input

VGA Input
External Memory

TYALUX

Product Specifications

Wall Mounted Display

43" 49"

1920 x 1080 1080P 1920 x 1080 1080P

178°/178° 178°178°

250 cdim2 400 cd/m2

940.90(H)x529.25(V)mm 1073.78(H)=604(V)mm

3000:1 3500:1

16.7M 16.7M

AC 100V-240V, 50/60 Hz AC 100V-240V, 50/60 Hz

80W 30W

oms 5ms

Horizontal & Vertical Horizontal & Vertical

Safty Lock Design Safty Lock Design

0C40C 0C40C

-20C-60C 20C60C
Operation System

Android 4.4(up to 5.1) Android 4.4(up to 5.1)

1.5GHz, Dual Core 1.5GHz, Dual Core

1.8GHz,Quad Core 1.8GHz,Quad Core

1G,2G 1G,2G

NAND FLASH 4G NAND FLASH 4G

1 1

1 1

SATA/USB/SD/CF card SATAUSB/SD/CF card

55"
1920 x 1080 1080P
178°178°

450 cd/m2
1209(H)x680(V)mm
4000:1

16.7M

AC 100V-240V, 50/60 Hz
170W

oms

Horizontal & Vertical
Safty Lock Design
0C40C

20C-60C

Android 4.4(up to 5.1)
1.5GHz, Dual Core
1.8GHz,Quad Core
1G,2G

NAND FLASH 4G

1
1

SATAUSB/SD/CF card
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Airport

Retail Store Restaurant
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SHENZHEN WEIGUAN VIEWS TECHNOLOGY CO.,LTD
BLDG A8,INTELLIGENT TERMINAL INDUSTRIAL PARK,SHENZHEN 518110,CN
TEL:0755-84718412  FAX:0755-84711221

WEBSITE:WWW.TYALUX.COM






